NORTHSTAR

Sharing many of our sturdy military / professional hulls, CORE series are for those looking for a spacious RIB to
operate under severe conditions. NorthStar CORE series are open deck boats outfitted with an ideal combination of
consoles and seats. They offer large diameter CSM (Hypalon) tubes to enhance stability. Be it scuba diving, skin

diving, fishing or any other activity on the water, there is a NorthStar CORE RIB for you.
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Lenght Overall 4.35m Lenght Overall 575m Lenght Overall 7.02m
Beam Overall 2m Beam Overall 246 m Beam Overall 246 m
Inner Length 3.32m Inner Length 474 m Inner Length 5.53m
I(" Inner Beam Im Inner Beam 1.39 m < — Inner Beam 144 m
| . Tube Fabric Hypalon Tube Fabric Hypalon \\ Tube Fabric Hypalon
Tube Diameter 0.48 m Tube Diameter 0.53m Tube Diameter 0.54
CDRE Number of Air Chambers 4 CDRE Number of Air Chambers 5 CDRE Number of Air Chambers 5
Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi
Empty Weight 180 kg Empty Weight 920 kg (" Empty Weight 935 kg
Maximum Payload 7 pax / 630 kg Maximum Payload 12 pax / 1020 kg \N Maximum Payload 15 pax / 1460 kg
Fuel Tank Capacity - Fuel Tank Capacity 120 It m Tr Fuel Tank Capacity 140 It
Maximum Engine Power 50 hp Maximum Engine Power 140 hp w t % Maximum Engine Power 200 hp
Engine Shaft Lenght Engine Shaft Lenght L Engine Shaft Lenght XL
CE Design Category C CE Design Category C (" CE Design Category C
Lenght Overall 48m Lenght Overall 5.92m Lenght Overall 7.3m
Beam Overall 2.02m Beam Overall 241m Beam Overall 2.8m
Inner Length 3.70m Inner Length 4.89 m Inner Length 6.25m
Inner Beam 1.00 m L Inner Beam 1.18 m Inner Beam 1.64 m
Tube Fabric Hypalon N Tube Fabric Hypalon Tube Fabric Hypalon
Tube Diameter 0.50 m = Tube Diameter 0.46 m Tube Diameter 0.56 m
CDRE Number of Air Chambers 4 CDRE Number of Air Chambers 5 CDRE Number of Air Chambers 6
Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi
Empty Weight 270 kg Empty Weight 715kg Empty Weight 1800 kg
Maximum Payload 8 pax /720 kg Maximum Payload 14 pax / 1300 kg Maximum Payload 16 pax / 1620 kg
Fuel Tank Capacity - Fuel Tank Capacity 120 It Fuel Tank Capacity 400 It
Maximum Engine Power 85 hp Maximum Engine Power 150 hp Maximum Engine Power 250 hp
Engine Shaft Lenght Engine Shaft Lenght L Engine Shaft Lenght XXL/2 XL
CE Design Category C CE Design Category @ CE Design Category B
Lenght Overall 54m Lenght Overall 64m Lenght Overall 9.2m
Beam Overall 222 m Beam Overall 2.72m Beam Overall 3.05m
Inner Length 435m Inner Length 5.35m Inner Length 6.95m
Inner Beam 118 m ( \ Inner Beam 1.56m Inner Beam 1.82m
Tube Fabric Hypalon \\ Tube Fabric Hypalon Tube Fabric Hypalon
Tube Diameter 0.52m Tube Diameter 0.56 m Tube Diameter 0.58 m
CDRE Number of Air Chambers 4 CDRE Number of Air Chambers 5 CDRE Number of Air Chambers 8
= = Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi Recommended Tube Pressure | 0.18 bar/ 2.60 psi
Empty Weight 420 kg Empty Weight 935 kg Empty Weight 2520 kg
Maximum Payload 10 pax / 900 kg Maximum Payload 13 pax / 1190 kg Maximum Payload 20 pax / 2025 kg
Fuel Tank Capacity - Fuel Tank Capacity 170 It Fuel Tank Capacity 500 It
=== Maximum Engine Power 115 hp Maximum Engine Power 200 hp Maximum Engine Power 600 hp
,'_‘ 7 Engine Shaft Lenght L Engine Shaft Lenght XL/2L Engine Shaft Lenght 2 XL/ XXL
g H— CE Design Category C CE Design Category B CE Design Category B
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